PRODUCT SPECIFICATIONS

S 1 B B Single Cartridge with Enlarged Gland to fit Standard Big Bore Pumps
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1.125 1.708 2625 2750 4.900 3.108 0952 1.460 0.551

1.375 1950 2.725 3.000 5250 3548 0952 1.460 0.551

1.750 2401 3.500 3.750 6.500 4.369 0952 1460 0.551

1875 2537 3625 3875 6500 4.154 0952 1.460 0.551

2125 2795 3.880 4.000 7250 4622 0952 1460 0.709 S
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2500 3.288 4.500 5.000 8250 5497 1311 1622 0.709 ; < NL
2625 3410 4.625 4750 8000 5122 1311 1622 0.709 -

3.000 3.795 4.875 5125 8250 5622 1311 1772 0.709 For 1 38 only L
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P2\ Features and Benefits: VAN standard Materials of Construction:

+ Enlarged gland to fit standard big bore pumps « Faces:
el e A - 316 SS, Alloy 20
: g:mmp:::mi'gn Silicon Carbide / Silicon Carbide (Note: Tungsten
« Rugged face design Carbide and Antimony Carbon also available)
« ldentical seal face shapes make repairs easy * Elastomers:

and economical « Viton®, Buna, PTFE, Neoprene, EPR, Kalrez*,
« Hydraulically balanced design AFLAS* Chemraz*
+ Handles pressure reversals and vacuum * Metallurgy:
« Flush connection standard = 304, 316, Monel, Hast B+ C* Carbon / Silicon Carbide
+ Vent and Drain connections available upon i A

request PN\ Operating Limits:
+ Interchangeable parts with D2 dual cartridges « Pressure. Up to 250 PSI/17 Bar»
« User friendly setting clips « Temperature: -40° to 235 ° Celsius”

« Confined gland gaskets
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